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Fot. 1 BUDOWA zewnetrzna BTR PEN

l Sktad BTR PEN wraz z wyposazeniem: ‘

1. Rekojesc - czes¢ przednia

2. Rekojes¢ - czesc tylna

6. Nakretka blokujaca suwak

7. Pokretto zacisku petli

8. Nakretka do suwaka (potozenie wyjsciowe)
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BTRPEN - 1 szt.
narzedzie ze stali nierdzewne;j

2
Kalibrator do BTR PEN - 1 szt.
== o
Korcéwka z petlg do BTR PEN -5 szt.
6
(O ),
8

Sprezynka do BTR PEN - 2 szt.
miegkka i twarda
1 (trzecia sprezynka o sredniej twardosci zamocowana w BTR PEN)

O

Silikonowy o-ring do BTR PEN - 3 szt.
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Fot.2 BUDOWA BTR PEN - czesci

1 Rekojesc - czesc¢ przednia

2 Rekojesc - czesc¢ tylna

3 O-ring O

4 Trzpien gtdwny

5 Sprezynka N
SR, i‘!‘a‘ A
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8  Nakretka do suwaka T

6  Nakretka blokujaca suwak

7  Pokretto zacisku petli
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Odkrec nakretke do suwaka (8) od rekojesci - czes¢ przednia (1).

Z rekojesci - czes¢ tylna (2) odkrec pokretto zacisku petli (7).
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Od rekojesci - cze$¢ przednia (1) odkrec rekojesc - czes¢ tylna (2).
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CERKAMED EE

CERKAMED E?

CERKAMED E]

Z rekojesci - czes¢ przednia (1) odkrec nakre- Z rekojesci - czes¢ przednia (1) zdejmij
tke blokujacg suwak (6). o-ring (3)

Zobacz film instruktazowy na btr-pen.com
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MONTAZ BTR PEN MONTAZ koricéwki z petla do BTR PEN
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© Na rekojes¢ - czes¢ przednia (1) nakrec
Na rekojes¢ - czes¢ przednia (1) zatéz nakretke blokujaca suwak (6) otworem o wigkszej
o-ring (3) w wyztobionym miejscu. sSrednicy skierowanym w kierunku o-ringu.

UWAGA: Nakretka do suwaka (8) musi znajdowac sie w potozeniu wyjéciowym (patrz. Fot.1)
3. 4. Do regulacji potozenia nakretki stuzy pokretto zacisku petli (7).
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Do rekojesci - cze$¢ przednia (1) wtdz
trzpieni gtéwny (4). Do rekojesci - czes¢ tylna (2) wiéz sprezynke (5).
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Skrec razem dwie czesci rekojesci.
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Do rekojesci - czes¢ tylna (2) wkrec pokretto zacisku petli (7).

4 %
Wkrec nakretke do suwaka (8) w otwér w trzpieniu gtéwnym (4) widoczny w wycieciu
rekojesci - czes¢ przednia (1) .

5.

7.

Zobacz film instruktazowy na btr-pen.com Zobacz film instruktazowy na btr-pen.com
Data ostatniej aktualizaji: 12.01.2023/1



Pic. 1 Outter construction of BTR PEN

1. Handle - front
2. Handle - back
6. Cap for blocking the slider
7. Loop's grip knob

8. Slider’s cap (final position)
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Pic.2 Construction of the BTR PEN - parts
l BTR PEN with the equipment: ‘

Sec==1 ]:I: 1 Handle - front

BTRPEN -1 pc
stainless steel tool

2 Handle - back

3 O-ring O

BTR CALIBRATOR - 1 pc

4 Main pin
BTRTIP -5 pcs B soing ‘ .
ALURMAAAAAR
(O N),
6  Cap for blocking the slider W HiTH
BTR SPRING - 2 pcs T
soft and hard

MY
(third middle spring fixed on the device)

7 Loop's grip knob

O

Silicone BTR O-RING - 3 pcs 8 Slider's cap T
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Dissembling BTR PEN

b CERKAMED ”EE

Unscrew the cap from the slider (8) from the front of the handle (1).
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From the back of the handle (2) unscrew the loop’s grip knob (7).
3.
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From the front of the handle (1) unscrew the back of the handle (2).

4. Q( — )]E]

Remove the spring (5) form the back of the handle (2).

5. >
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Remove the main pin (4) from the front of the handle (1).

6. 7.
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Remove the o-ring (3) form the front
of the handle (1).

Unscrew the cap for blocking the slider (6)
from the front of the handle (1).

Video of the instructions for use is available on the website: btr-pen.com

Assembling BTR PEN

1.

$
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On the front of the handle (1) put the
o-ring (3) in a designed place.

Screw the front of the handle (1) with a cap for
blocking the slider (6) (bigger diameter facing the
o-ring).

3. 4.

CERKAMED E

To the back of the handle (2) insert the spring (5).
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To the front of the handle (1) insert
the main pin (4).
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Screw the front and the back of the handle together.
6.
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To the back of the handle (2) screw the loop’s grip knob (7).
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Screw the slider’s cap (8) into the hole in the main pin (4) visible in the front of the handle (1).

Video of the instructions for use is available on the website: btr-pen.com
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Assembling the ending with disposable
loop on BTR PEN /\

1.

S——— -
CAUTION: Cap for the slider must be in a final position (see pic.1). Loop’s grip knob
is used for regulation of the position of the cap.

Video of the instructions for use is available
on the website: btr-pen.com
Last update: 12.01.2023/1
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